SOLITEX MENTO PLUS

wind tight/air tight WRB.

Tape seams with TESCON
Vana tape (exterior air barrier)

battens attached adjacent

to stud+perpinducular to stud
as reqd forexterior sheathing
(vented rainscreen)

T

2x4 battens perpindicular
to roof joists 20" O.C as reqd
for roof

battens attached adjacent to
roof joists (vented cavity)

2x12 roof joist w/ densepack
cellulose

2X4 battens 20"0.C / w.
densepack cellulose

INTELLO PLUS
tape seams with
TESCON Vana tape
(interior air barrier)

DB+ / tape seams with
TESCON VANA tape
(interior ai barrier)

2x4 structural w/ lateral bracing
dencepack cellulose

(structural wall)

gwb.

2X3 battens/batt insulation
(service cavity)

7, HIGH
~ PERFORMANCE
BUILDING SUPPLY

Disclaimer:

475 High Performance Building Supply makes no
warrenty of any kind, expressed or implied, with
regard to information contained in these drawings.
Details are conceptual solutions for generic
construction projects, and do not account for site
specific materials and other conditions.

Region:

Type:
New Construction

Material:

Wood construction

Structure:

Double Stud

Title:
SOLITEX MENTO PLUS
WRB w. Vapor open roof,
Vapor intelligent interior

Dwg. #:

NC.Roof 02
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