
Membrane Over 3/4"
Wolmanized Plywood w/ 1/2"

Diameter Stainless Steel
Countersunk Anchors in (2)

Rows of (6) per 8'-0" Length.

 
 

Wrap Membrane Over
Curb

Remove and Reinstall Exist
Limestone Cap.  Backer

Rod and Caulk at Existing
Joint Locations.

(2) Piece Counter
Flashing Stainless Steel.

Membrane Over 3/4"
Wolmanized Plywood w/

1/2" Diameter Stainless
Steel Countersunk Anchors

in (2) Rows of (6) per 8'-0"
Length.

 
 

Min 2" Rigid Insulation at
1/4" per 1'-0".

Exist Brick Parapet

Wrap Membrane Over
Curb

Install New Aluminum
Coping Over Existing

Limestone Coping.

(2) Piece Counter
Flashing Stainless Steel.

1/2" Exterior Grade
Hardboard with Exterior

Grade Cant Strip

Membrane Over 3/4"
Wolmanized Plywood w/

1/2" Diameter Stainless Steel
Countersunk Anchors in (2)

Rows of (6) per 8'-0" Length.

 
 

(2) Piece Counter
Flashing Stainless

Steel.

New Roof Membrane

Min 2" Rigid Insulation at
1/4" per 1'-0".

Exist Brick Parapet

New Roof Membrane

Min 2" Rigid Insulation at
1/4" per 1'-0".

Exist Brick Parapet

1/2" Exterior Grade
Hardboard With Exterior

Grade Cant Strip

New Roof Membrane

Caulk Joint

New Flashing with New
Caulk and Backer Rod

New Sealant with
Backer Rod

1/2" Exterior Grade
Hardboard with Exterior

Grade Cant Strip


