
ADHERED WATERPROOF MEMBRANE
(RESISTO/ICF LAPPED PEEL-AND-STICK)

RAINSCREEN DRAINAGE PLANE
(SURE CAVITY™ OR EQUIVALENT)

FIBERGLASS LATHE WITH EMBEDDED FURRING. ADHERED
WITH SS SCREWS & WASHERS @ 6" VERT.

(SPIDERLATHE™  OR EQUIVALENT)

DIMPLE MEMBRANE
(/W OUTWARD FACING GEOTEXTILE LAYER)

1-1/8" HUBER© ADVANTECH™ FLOOR
SHEATHING /W ZIPSYSTEM TAPE AT ALL
JOINTS

11-7/8" ENGINEERED WOOD FLOOR
JOISTS REF. STRUC

FINISHED FLOOR AS SCHEDULED

1-1/8" X 11-7/8" RIM BOARD REF. STRUC

2X14 PT SILL PLATE OVER SILL W/ 1/2" Ø
J-BOLT ANCHOR @ 32" OC (6" FROM EA.
CORNER, 12" FROM END OF EA. PLATE)

20-MIL REINFORCED POLYETHELENE
CRAWLSPACE VAPOR BARRIER. SEAMS
LAPPED, TAPPED & SEALED.

TYP. FOUNDATION ASSEMBLY R-20
(FROM EXTERIOR TO INTERIOR)

 12" WIDE COMPACTED GRANULAR BACKFILL (6" LIFTS)
 DIMPLE MEMBRANE WITH GEOTEXTILE LAYER
 ADHERED WATERPROOF MEMBRANE
 LOGIX® 10" NOMINAL ICF FOUNDATION
 14 MIL AIRTIGHT MEMRANE
 2" THERMAX™  POLYISO RIGID BOARD INSULATION

LOGIX™ ICF FOUNDATION
10" NOMINAL STANDARD FORM

CONTINUOUS 4" EXTERIOR
POLYETHELYNE DRAIN TILE. DRAIN TO

DAYLIGHT. SURROUND WITH 6"
CRUSHED STONE WRAPPED IN

GEOTEXTILE FABRIC. 8" CRUSHED
STONE ABOVE DRAIN

EXTERIOR BELLY BAND SILL MOULDING

EXTERIOR BELLY BAND BASE MOULDING. APPLIED
TO PT LUMBER AS RQD FOR DEPTH

3/4" RAINSCREEN VENTILATION W/ INSPECT SCREEN
(COR-A-VENT™ SV-5) 

TYP. WALL ASSEMBLY R-53
(FROM EXTERIOR TO INTERIOR)

 ADHERED NATURAL STONE VENEER
 FIBERGLASS LATHE
 RAINSCREEN DRAINAGE PLANE
 ADHERED WATERPROOF MEMBRANE
 1/2" PLYWOOD EXTERIOR SHEATHING
 2X4 EXTERIOR WYTHE
 7-1/2" BLOWN IN FIBERGLASS INSULATION
 1/2" HUBER© ZIPSYSTEM™ WALL SHEATHING (AIRTIGHT)
 2X6 INTERIOR LOAD BEARING WYTHE
 5-1/2" BLOWN IN FIBERGLASS INSULATION
 5/8" GWB

5/8" GWB

1/2" HUBER© ZIPSYSTEM™ WALL
SHEATHING. SEALED AND TAPED
(AIRTIGHT) W/ VERTICAL 4'-0" X 12'-0"
TO ELIMINATE HORIZONTAL SEAMS

4" INTERIOR POLYETHELENE DRAIN TILE.
TIE TO EXTERIOR DRAIN AND RADON
EXHAUST. SURROUND WITH CRUSHED
STONE WRAPPED IN GEOTEXTILE FABRIC.
(SUBJECT TO RADON DETERMINATION).

EPOXY DOWELS TO CONNECT FOOTING
TO WALL

2" HIGH DENSITY XPS RIGID INSUL
AT BASE OF WALL

CAPILLARY BREAK ACROSS ENTIRE TOP
OF FOOTING

GRANULAR BACKFILL

5/8" GWB

1/2" HUBER© ZIPSYSTEM™ WALL SHEATHING.
SEALED AND TAPED (AIRTIGHT)

TYP. CRAWL SPACE FLOOR ASSEMBLY
(FROM EXTERIOR TO INTERIOR)

 4" CRUSHED STONE. COMPACTED AND LEVEL
 20-MIL POLYETHELENE CRAWL SPACE VAPOR BARRIER
 6-MIL POLYETHELENE SACRIFICIAL BARRIER

6" BELOW FOUNDATION TOP

18" BELOW FOUNDATION TOP

1X4 PT VERTICAL STRAPPING ON OUTER
WYTHE STUDS

TYP. WALL ASSEMBLY R-53
(FROM EXTERIOR TO INTERIOR)

 FIBER CEMENT SIDING
 3/4" VERTICAL STRAPPING
 VAPOR OPEN WRB (LAPPED & TAPED)
 1/2" PLYWOOD EXTERIOR SHEATHING
 2X4 EXTERIOR WYTHE
 7-1/2" BLOWN IN FIBERGLASS INSULATION
 1/2" HUBER© ZIPSYSTEM™ WALL SHEATHING (AIRTIGHT)
 2X6 INTERIOR LOAD BEARING WYTHE
 5-1/2" BLOWN IN FIBERGLASS INSULATION
 5/8" GWB

SOIL

6" COARSE SAND 

ADHERED WATERPROOF MEMBRANE
(RESISTO/ICF LAPPED PEEL-AND-STICK)

ADHERED NATURAL STONE VENEER

JM SPIDER® PLUS FIBER GLASS BLOWN
IN INSULATION.
5-1/2" @ 1.8 LBS/FT

VAPOR OPEN WRB (475 SOLITEX MENTO
1000 W/ TESCON VANA TAPE AT ALL

JOINTS)

LOGIX® 10" DBL TAPER TOP
ICF COURSE

CLOSED CELL SPRAY IN JOIST BAYS AS
VAPOR SEAL AND INSULATION

6" FROM T/O SILL.
TAPED W/ 4" SIGA
WIGLUF

14 MIL PRO CLIMA INTELL PLUS
AIRTIGHT MEMBRANE

1" X 1-1/2" TRIM W/ 1/2" RABBET TO
RECEIVE SIDING

1X6 SOFFIT TRIM BOARDS (4/4) W/ 3/8"
GAP BETWEEN BOARDS FOR AIR VENT.

WEAVE AT CORNERS

1X12 FRIEZE TRIM BOARD (5/4)

2X4 FIELD APPLIED SOFFIT FRAMING

INSECT SCREEN ACROSS SOFFIT BETWEEN
SOFFIT BOARDS AND FRAMING

GUTTER DRIP EDGE AND FLASHING

GUTTER ASSEMBLY

5/8" HUBER© ZIPSYSTEM™ ROOF
SHEATHING SEALED AND TAPED

SYNTHETIC ROOF UNDERLAYMENT
(TYVEK® PROTEC™ OR EQUIVALENT)

20" BLOWN IN CELLULOSE INSULATION (R-60)

FIBERGLASS INSULATION BATTS

6" FROM T/O FOOTING.
LAP & SEAL W/ 4" SIGA
WIGLUV TAPE

4" FROM T/O SILL
PLATE. TAPED W/ 4"
SIGA WIGLUF

2" THERMAX™  POLYISO RIGID BOARD
INSULATION

1/2" EXTERIOR PLYWOOD SHEATHING

FIBER CEMENT SIDING
(OWNER SPECIFIED)

INSULATION BAFFLE W/ 2" STANDOFF
(DCI SMARTBAFFLE OR EQUIVALENT)

1X8 EAVE TRIM BOARD (4/4)

BITUMINOUS ICE AND WATER SHIELD AT
ALL EAVES AND VALLEYS

ADHERED WATERPROOF MEMBRANE AS
CAPILLARY BREAK
(RESISTO/ICF LAPPED PEEL-AND-STICK)

SILL SEALER (EPDM OR CLOSED FOAM
POLYETHELENE)

1" X 1-1/2" PT FILLER

BASEBOARD PER SCHEDULE

AIRTIGHT CONNECTION W/ PRO CLIMA
TESCON CROSSSEAL TAPE AND
COUNTERSEALED W/ ZIPSYSTEM TAPE

JM SPIDER® PLUS FIBER GLASS BLOWN
IN INSULATION.

7-1/2" @ 1.8 LBS/FT

ALL ELECTRICAL PENETRATIONS SEALED WITH
EPDM GASKETS FOR WIRES
(PRO CLIMA KAFLEX OR EQUIVALENT)

ARCHITECTURAL ROOFING SHINGLES (OWNER
SPECIFIED)

MIN. 5% FINISHED GRADE (6" / 10 FT)

IMPERMEABLE BACKFILL




