
AutoCAD SHX Text
5/8" CDX T&G Plywood

AutoCAD SHX Text
2x4 24"OC (Maximum) Over All Rafters, At Rake, At Chimneys And As Required

AutoCAD SHX Text
Underlayment - Overlay Ice Guard 4" Minimum.

AutoCAD SHX Text
Ice Guard 3' Min. (Continue At Least 2' Beyond Brick Wall

AutoCAD SHX Text
1x6 Fascia

AutoCAD SHX Text
3/4" Cellular Vent w/ Bug ScreenRecess " From Bottom Edge Of Fascia12" From Bottom Edge Of Fascia

AutoCAD SHX Text
Airspace

AutoCAD SHX Text
1x2 Strips (Existing)

AutoCAD SHX Text
1-3/4x5 Rafters (Existing)

AutoCAD SHX Text
Gutter OutletAlign With AndTerminate ToDownspout

AutoCAD SHX Text
Fascia (Existing) 5/8" 

AutoCAD SHX Text
12" GWB (Existing)

AutoCAD SHX Text
2x4 Partition Framing (Existing)

AutoCAD SHX Text
Sheetmetal w/ Drip Edge. Extend Above Max Fill Line Of Gutter

AutoCAD SHX Text
Sheetmetal. Extend From Min. 6" Above Slate Over Face And Top Of Stop, Terminating As Drip Edge.

AutoCAD SHX Text
5/4x6 Stop Board(Prime and first coat all sidesprior to installation.)

AutoCAD SHX Text
5/4" Gutter Blocks At Each RafterSee Sketch Of End Bracket Above (First coat all sides priorto installation.).

AutoCAD SHX Text
End Bracket (Typ Of 2)

AutoCAD SHX Text
Soffit Board (Existing)

AutoCAD SHX Text
Gutter Max Fill Line (North End)

AutoCAD SHX Text
Starter Shingle or Synthetic SlateShingles to Start 1"-2" Above South High Water Line

AutoCAD SHX Text
Field Shingle or Synthetic Slate

AutoCAD SHX Text
Gutter Max Fill Line (South End)
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