Thinking Replacement? Think Buderus!

Designed and manufactured by the world leader in hydronic heating, the Buderus GC144
is a compact boiler with all the features and benefits Buderus customers have come
to expect. The GC144 features electronic ignition, is CSA approved for instaliation on

combustible floors and delivers annual fuel utilization efficiency (AFUE) of 85%.

Additional standard equipment on the GC144 includes high precision castings with steel push
nipples, DOE compliant AquaSmart, tridicator gauge, 30 psi relief valve, a circulator with a 3 foot
wire lead and a built-in draft hood with integral draft diverter. All models are shipped ready for
natural gas operation, and can be easily field converted to liquid propane gas operation using the
optional conversion kit. The GC144 is designed for elevations up to 8500 feet.

A Tradition of Excellence

In 1825 Buderus produced the world’s first low-temperature hydronic heating systems.
Today, Buderus products are acknowledged as the world standard in high-efficiency, low
emissions hydronic heating. All Buderus products are designed to meet strict safety and
environmental regulations. Our boilers are easy to install and are designed for easy access
and service. Buderus boilers will outlast and outperform virtually any other hot water heating
system and with proper maintenance continue to deliver the highest possible efficiencies

throughout the lifespan of operation.

LEFT SIDE FRONT RIGHT SIDE
Electronic Ignition with Vent Damper for Conventional Chimney Venting.”

GC144/3 GC144/4 GC144/5
input BTU/Hr 74,000 103,000 132,500
Output Capacity BTU/Hr 62,000 87.000 112,000
AFUE (%) 85 85 85
Dimensions (h xw x d) 34513 x 218 34" x 16%" x 21" 34" x 20" x 21%"
Piping Connections Supply 19" NPT 1%" NPT 1% NPT
Piping Connections Return 1* NPT 1" NPT 1" NPT
FLUE (Vent/B) 5"/ 8" 5" /8" 6" / 9%"
Weight (bs.) 228 287 3495

*GC144 models are not suitable for use with Logamatic controls.
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BUDERUS
Residential Gas Boiler
GC144 Series

GC 144 benefits

B Efficient Buderus low
temperature technology

B 85% AFUE
B Compact design

B Stainless steel burner
with precise premixing

# Side connections for
easy installation

Approved for installation
on combustible floors

B Optional conversion to
propane gas

CRN No 1597.9C
MA Plumbing Board Approved
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Specifications (continued...)
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Includes:
+ Honeywell L4006A Aquastat
« Immersion Well
- Warranty:
. Residential: 7 Years
«  Commercial: 3 Years

. Seewarranty card for more information

Ratings and Specifications:
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Capacity (Gallons)
Heat Exchanger Surface Area (SQ.FT.) 14 14 26 26
Recommended Flow Rate GPM (Boiler Water) 10 10 14 14
Heat Exchanger Pressure Drop (Ft. Hd.) 2.3 2.3 1 1 J
First Hour Ratings GPH- 90°Rise 188 226 296 377
Continuous Flow GPH- 90°Rise 160 187 241 294
First Hour Ratings GPH- 70°Rise 233 20T 363 460
Continuous Flow GPH- 70°Rise 205 239 308 371
Boiler Size BTU’s Required 120,000 140,000 180,000 220,000
Temperature and Pressure Relief Valve (inch) ‘3/4” 3/4” = il
Domestic Hot Water Outlet (inch) 3/4” 3/4” 12 1"
Domestic Hot Water Inlet (inch) 3/4” 3/4” 12 11,”
Boiler Water Outlet- Return (inch) 12 1” 1 1”
Boiler Water Inlet- Supply (inch) 17 18 1” 17
Control 1/27 1/2” 1/27 1/2”
Recirclation - = 3/4” 3/4”
Diameter (inch) 20" 20 227 28”7

| Height (inch) 45”7 58” 717 68”
Shipping Weight (lbs.) 124 143 243 355




