STANDING SEAM STEEL ROOF
CONCEALED FASTENERS
RATED FOR USE OVER PURLINS

2x4 PURLIN 24" O.C.

LSTA24 STRAP\
2x4 DOUBLER

L 3/8” CDX PLYWOOD

2X4 VENT CAVITY SPACER
CENTER OVER TJl
VENT SCREEN/
1—1/4” RIM BOARD
SHEAR BLOCKING
BEVELED PLATE

HORIZONTAL LAP —
FIBER CEMENT SIDING

1x3 FURRING —
SEE NOTE 1

1/2” PLYWOOD
SEATHING WITH
VAPOR OPEN WRB

2x4 STUD WALL
16” 0.C.

<

16” TJI 210
16” 0.C.
CENTER OVER
WALL STUDS

X\

DENSE PACK CELLOUSE R60

LATEX PAINT VAPOR RETARDER

DRYWALL
SEE NOTE 2

i

——DENSE PACK CELLOUSE R40

2x4 STUD WALL
16” 0O.C.

4" GAP

NOTES:
1)  FURRING STRIPS NOT REQUIRED IN AREAS
WITH VERTICAL CORRUGATED SIDING.

2) 1/2" DRYWALL IN LIVING AREA. 5/8” TYPE X
OR DOUBLE 1/2" IN WORKSHOP AREA.
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