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Typical Wall Section 3/4” = 1’-0”
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1 x 3 Pine Battens o/
1 x 10 Pine Battens typ.

Metal flashing w/ drip edge
o/ 1x8 fascia

1 x 4/1 x 3 strapping
screwed to studs.

R15.6 4” Continuous Type 1 EPS
Seams staggered and taped typ.

LPI 32Plus I-Joist 9 1/2” used as Rim Joist,
web stiffeners as required, typ.

LPI 32Plus SolidStart I-Joist 9 1/2” typ.

R38 9 1/2” Dense Pack Cellulose typ.

4” Conc. Slab w/ 6x6-W2.9xW2.9 Welded Wire Mesh typ.

Three layer asphalt shingle typ.

5/8” x 12” fir  roof deck, gaps ≤ 1/4”

R60 Blown Cellulose typ.

#4 Reinforcing bar, 9” OC typ.

AIR BARRIER 1/2” GWB caulked & sealed typ.

R23 4” Type 2 EPS slab insulation
seams staggered and taped typ.

R23 4” Type 2 EPS
seams staggered and taped typ.

12/12 x 6/12 Scissor Truss w/ Energy Heel
(See Sheet A.05 Engineered Truss Drawing)

3000W PV Panel Array

1/2” Intermittent or Continuous WSP Bracing
(See Framing Elevations for location & types)

R22 5 1/2” Dense Pack Cellulose typ.

WRB Tyvek or 15# felt with lapped seams typ.

Built up 2x header or LVL typ.

8” 3/4” Minus Crushed Stone typ.

Existing Grade

1/2” hold down bolts, extend 7” min. in slab,
6’-0” OC or less, typ.

Sheet metal protective cover typ.

Perforated Plastic 4” Drain to daylight typ.

Flashing w. Drip Edge typ.

Sill seal typ.

6 mil. Polyethylene Vapor Barrier typ.

2X6 Window Buck screwed to framed R.O. typ.

Site-built ventilation baffle typ.


