
L3 T.O. SUBFLOOR

19' - 3 1/2"

L3 B.O. FRAMING

18' - 2 7/8"

3/4"X 8" PLYWOOD 
CAP PLATE

CONT. BEAD OF SEALANT

CONT. BEAD OF 
ACOUSTICAL SEALANT

MANUFACTURED, RAISED-HEEL 
ROOF TRUSS.

11 3/4"

1/2" GWB CEILING 

9" GRACE VYCORE PLUS 
(OR APPROVED EQUAL), ATTACHED 
TO 8" INTERIOR CAP PLATE

TAPE SHEATHING TO 
TOP PLATE

0.152"x6" STRONG-DRIVE 
SDQC TRUSS SCREW, TYP.

TYP

1X4 FURRING, 16" OC

3" / 12"

EAVE BAFFLE PER R402.2.3
2" MINIMUM SPACE, EXTENDING OVER 
THE TOP OF THE ATTIC INSULATION

7

COMP. ROOF SHINGLE OVER
SYNTHETIC UNDERLAYMENT OVER
1/2" CDX PLY PER STRUCTURAL

COR-A-VENT RS400 AND 
BLOCKING BETWEEN TRUSSES 
FOR ROOF VENTING

1/2" MIN. RAINSCREEN 
VENT, W/ INSECT SCREEN

1X6 SIDING TRIM OVER 
2X FURRING

ICE AND WATER SHEILD, TYP

4' - 0"

1X8 SIDING TRIM

TYPICAL ROOF ASSEMBLY:

CONT. AIR BARRIER (TYVEK 
OR SIMILAR) PER TABLE 
R402.4.1.1  . TAPE ALL 
SEAMS AND SEAL ALL 
PENETRATIONS

2
"

T.O. SLAB

0' - 0"

FOUNDATION

-2' - 0"

REINFORCING PER CODE
(SEE STRUCT)

4
"

4
"

FINISH GRADE- SLOPE AWAY 
AT 5% MIN SLOPE

FOUNDATION PROTECTION BOARD, 
TYP. EXTEND 6" BELOW GRADE, ALL 
SURFACES COATED

SEALANT AT GWB/BOTTOM PLATE, TYP.

ANCHOR BOLTS (SEE STRUCT)

GPS INSULATION, STAGGERED SEAMS
R10 FOAM INSULATION TO TOF,  
PER R402.2.9

CLEAN WELL-GRADED 
GRAVEL, FULL HEIGHT OF 
WALL (NO FINES)

NONWOVEN DRAINAGE FABRIC 
WRAPPING DRAIN PIPE, 
SURROUNDS DRAIN ROCK

SLOPED, SOLID, SLOTTED 
FOOTING DRAIN (4"  DIA. MIN.) 
DRAIN SLOTS FACING DOWN

SIL SEALER FOAM GASKET

SEALANT OR ADHESIVE 
BTW PT SILL PLATE AND  
SHEATHING PER TABLE 
R402.4.1.1

SEALANT AND BACKER ROD 
OVER COMPRESSIBLE FILLER

CONT. DRIP EDGE, TYP

TYPICAL EXTERIOR WALL:

- 1/2" GWB W/ VAPOR BARRIER PRIMER
- 2X6 STUDS @ 24" OC (ADV. FRAMING)
- 5 1/2" R-21 DENSE-PACK FIBERGLASS INSUL.

ALTERNATE: CELLULOSE INSUL.
- 1 1/2" ZIP-R 6.6 SHEATHING

ALTERNATE 1: 7/16" OSB AND 1" GPS INSUL.
ALTERNATE 2: 1/2" CD PLY AND 1" GPS INSUL.

- 1X4 FURRING STRIP
- SIDING PER ELEVATIONS

TYPICAL SLAB ON GRADE ASSEMBLY

10-MIL POLYETHYLENE VAPOR BARRIER. 
TAPE TO FOUNDATION WALL

GRANULAR CAPILLARY BREAK 
AND DRAINAGE PAD (NO FINES)

M
IN

1
0
"

SLAB ON GRADE PER STRUCT.

NOTE: LAP AND TAPE ALL SEAMS. ANY 
PENETRATION MUST BE SINGULAR (NOT 
CLUSTERED) AND TAPED TO VAPOR BARRIER

(SIGA FENTRIM) TAPE SHEATHING 
TO FOUNDATION WALL

GRAVEL, MIN

12"

DOWNSPOUT TIGHTLINE TO 
STORM DRAIN. PROVIDE 2 
CLEANOUTS, ARCHITECT TO 
CONFIRM LOCATION 

SEALANT BTW PT SILL 
PLATE AND FOUNDATION 
PER TABLE R402.4.1.1

L2 T.O. SUBFLOOR

10' - 1 3/4"

CONTINUOUS BEAD OF 
ADHESIVE

CONTINUOUS 
BEAD OF SEALANT

CONTINUOUS BEAD OF 
SEALANT, TYP

3" CLOSED CELL SPF (HIGH 
DENSITY 2.0 PCF) INSUL, TYP 
AT RIM JOIST

TYPICAL FLOOR ASSEMBLY:

- 23/32" ADVENEC SUBFLOOR. GLUE 
AND NAIL PER MANF. INSTRUCTIONS
- TJI (SEE STRUCT)
- 1X3 FURRING
- 1/2" GWB CEILING

L2 B.O. FRAMING

9' - 1 1/8"

INTERIOR GWB AS AIR 
BARRIER, TYP

SIDING PER 
ELEVATIONS

CORRUGATED VENT 
STRIP (CORAVENT OR 
APPROVED EQUAL)

TAPE SEAMS PER MANF.
INSTALLATION INSTRUCTIONS

T+G PINE SOFFIT OVER 
2X4 SUPPORT

1X4 TRIM OVER 1X3 CLEAT

SIDING PER 
ELEVATIONS

R30 (MIN) INSULATION

FLASHING TAPE CORNERS PER MANF.
INSTALLATION INSTRUCTIONS

ENGINEERED WOOD
BELLYBAND TRIM

BLOCKING BETWEEN JOISTS 
PER DETAIL M/S2

WEB STIFFENER, SEE 
STRUCTURAL DETAIL M/S2

CANLESS LED ULTRA-
SLIM WET-RATED 
LIGHTING PER RCP
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