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1st story Floorplan
1/4” = 1’
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1/4” = 1’
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A.04

A 
A2

South Elevation
1/8” = 1’

B 
A2

North Elevation
1/8” = 1’
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East Elevation
1/8” = 1’

D 
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West Elevation
1/8” = 1’
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A.04

Exterior walls framed with 2”x6” nominal
Doug Fir #1, infilled with dense-packed
Cellulose, wrapped with WRB and 2”
Exterior wood fiber rigid insulation. 

Cladding is Board and Batten
With 1”x12” rough-sawn Western
Red Cedar, over 1/2” ventilated 
Rain-screen

Second Floor Timber-framed with 
Doug Fir post and beam.

Flooring is divided into 2 sections: 
1) Earthen Clay over Expanded Foamed-Glass 
aggregate, vapor barrier between.
2) Solid wood board over plywood sub-floor, over
Expanded Foamed-Glass, vapor barrier between.

Ventilated Roof framed with Pre-manufactured Scissor Trusses,
With Loose-pack cellulose insulation.  

Roof material is metal Standing Seam with underlayment
Over plywood decking. 

Foundation is cast-in-place concrete 
Footing and Stem Wall

Metal Pre-fabricated Chimney

Interior walls framed with 2”x4” nominal DF#1,
Finished with cedar board, drywall, or Earthen
Clay plaster. 

A 
A3

Cross-section
1/4” = 1’


